
SLG Prüf- und Zertilizierungs GmbH

Datum / Date: 24.07.2015
Provided that the standards this certificate is based on remain valid in their
current version and the equipment / product itself is not modified in any
way, this certiflcate shall be valid until:

Datum / Date: 21.11.2019
Das unten genannte Gerät / Produkt entspricht dem Produkt-
sicherheitsgesetz. Der Genehmigungsinhaber ist berechtigt, das Gerät /
Produkt mit den abgebildeten Prüfzeichen zu kennzeichnen. Das
Zertifikat bezieht sich ausschließlich auf das aufgeführte Gerät / Produkt.
Die Gs-stelle führt Kontrollmaßnahmen zur Übenvachung durch. Der
Hersteller hat zu gewährleisten, dass er die Voraussetzungen für eine
vorschrittsmäßige Fertigung einhält und dass er die Kontrollmaßnahmen
zur Überwachung duldet. Liegen die Voraussetzungen für die
Zuerkennung des Gs-Zeichens nicht mehr vor, kann das Gs-Zertifikat
zurückgezogen werden.

Genehmigungsinhaber /
Approval holder:

Hersteller /
Manufacturer:

Fertigungsstätte /
Factory:

The equipment / product specified below complies with the German
Product Safety Act. The certificate holder shall be entitled to identify the
equipment / product with the pictured test marks. This certificate only
applies to the equipment / product specified below. The entitlement to use
the GS mark entails monitoring of the production facility by the certification
body. The manufacturer shall ensure that all requirements guaranteeing a
conform production are met and shall accept the necessary inspection
measures. In case the conditions for awarding the GS mark are no longer
met the certification body shall be entitled to withdraw the certificate.

Drymat Systeme GmbH
Chemnitzer Straße 7
09577 Niedenrviesa, Deutschland / Germany

TURCK duotec GmbH
Am Bockwald 2
08344 Grünhain-Beierfeld, Deutschland / Germany

TURCK duotec GmbH
Am Bockwald 2
08344 Grünhain-Beierfeld, Deutschland / Germany

GS-Geneh m i g u n gsausweis
GS Approval Certificate

Nr. / No.: 108631G
Vorbehaltlich von Anderungen der Prüfgrundlagen und unter der
Vorausetzung, dass keinerlei Veränderungen am Gerät / Produkt
vorgenommen werden, ist dieses zertifikat gültig bis:

Gerät- / Produktbezeichnung /
Equipment / Product designation:

Prüfungsgrundlage /
Basis for testing:

Prüfbericht(e) / Test report(s):

Dem Zertifikat liegt die Prüf- und Zertifizierungsordnung
This certificate is based on the SLG Regulations for

SLG Prüf- und zertifizierungs GmbH
Burgstädter Straße 20
09232 Hartmannsdorf
Deutschland / Germany

Mauerentfeuchtungsgerät / Dry system for walls
M2030, M2030EO*
warenzeichen / Trademark: Drymat
Weitere Geräteangaben in derAnlage "Aufbauübersicht" /
For further details of the equipment see annex "Main data of the product'

DIN EN 60335-1 :2012-10 + EN 60335-11A11:2014
(EN 60335-1:2012 + All:20141
DIN EN 62233:2008-11 (EN 62233:2008)
AfPS GS 2014:01PAK

1182-07-GG-14-P8004

fffifr /d[Aitt*,
M. Herrig

/ Certification Body

Tel.. +49 3722 7323-0

E-Mail: service@slg.de.com
http://www.slg.de.com
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Customer: Drymat Systeme GmbH 
(Bearer of Certificate after test) Chemnitzer Straße 7 

 09577 Niederwiesa, Deutschland / Germany 

  

Manufacturing plant: TURCK duotec GmbH 

 Am Bockwald 2 

 08344 Grünhain-Beierfeld, Deutschland / Germany 

 

Product to be tested (if a range of models - please provide a table of the models’ differences) 

Model’s name, type: Drymat M2030, M2030EO
+
 

Other inscriptions: Dry system for walls / Mauerentfeuchtungsgerät 

 
Details of the sample: 
 

Rated voltage 230 [V] Rated input power 6 [VA] 
Rated frequency         50-60 [Hz] Rated input current - [mA] 

 
Class of protection:  Degree of protection:   

I  ordinary   

II  drip-proof   

III  splash-proof   

  water-tight   

  IP-Classification M2030 IP 65 

  M2030EO
+
 IP 20 

 
Design:  Supply connection:  

stationary  fixed cord  

portable  type Y 

hand-held  permanent connection  

built-in  appliance inlet  

 
Mode of operation:  Marking: (for luminaires only)  

continuous operation  MM  

intermittent operation  M  

short-time operation  F  

 
Material: Enclosure: Plastics  

 PC boards: Yes  

 
In case of a range of types the types have to be specified in tabular form. Details about this and assembly 
parts see overleaf. 
 
 

Hartmannsdorf, 26.06.2015   

Place, Date  Signature 
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Safety-relevant assembly parts like switches, temperature controllers, plugs, sockets, wiring, motors, 
components with windings (transformers, coils) etc.: 
 

object manufacturer/ 
trademark 

type/model technical data standard mark(s) of 
conformity

1
) 

VDR EPCOS S20 K250 250V~; 1W 
85°C 

UL 60384-4 
EN60335 

UL E63802         
2
) 

Transformer  HAHN-Elektrobau BV EI 422 
1320 

ta 70°C; 230V ; 50-
60Hz ; 6,0VA ; 6V 

EN 61558-1,        
EN 61558-2-
6, EN60335-
1 

VDE / 
119359,         

VDE mark 
for glow wire 

test 
according to 
EN60335-1 / 

84814 

PTC thermistor 
for overcurrent 
and short-circuit 
protection               
required in 
secondary circuit 
of the  
transformer  

EPCOS C935, 
B59935C0120
A070 

Rated voltage 12V,    
rated current 
1800mA,   
switching current 
3600mA,                
T85 

UL1434 
EN60335 

UL       
E69802          

2
) 

Mains plug, fitted 
with mains 
supply cord 

Unger Kabel S001 
H05VV-F 

AC250V; 16A; 
3x0,75mm

2
 

IEC 60884-1 DEKRA 
2150524.01 

(KEMA-
KEUR) 

Radio 
interference filter 

Schurter AG FPP2-45-0.5/b 125/250VAC; 
50/60Hz; 
0,5A@40°C 
2x40mH; 
0,1µF(X2); 
2x2,2nF(Y2) 

UL 1283 

EN 133200 

UL E72928 

VDE/ 
40004673 

Terminal  Ria Connect  310691xx 300V; 20A;  UL 1059; 
UL 486B 
EN60335 

UL E121004 
2
) 

Poly switch Tyco LVR005 50mA; 240V; 
85°C 

UL 1434 

EN 60730-1 

UL E74889 

TÜV 
R72120018 

PCB Isola Duraver 104i 
(FR-4) 

UL94 V-0; 
130°C 
1,6mm 

UL 94 
UL746B 
CTI  250 

UL E41625 

Sealing 
compound 

Sonderhoff Chemicals 
GmbH 

Komp.A_ 
Fermapor  
HS-A-3301 
und Komp.B_ 
Fermapor 
K31-B-N 

Polyurethane 
sealing compound 

EN60335 
2
) 
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Supplementary information:  

1
) Provided evidence ensures the agreed level of compliance. See OD-CB2039.  

2
) Tested as part of the appliance 

 
 
List of all types including all important characteristic features (add extra sheet if necessary): 
 
The tested devices are dry system for walls. The appliance generates a high frequency low power electro-
magnetic-field.   

The appliance M2030EO
+
 has 3 outputs 5Vd.c. additional for electro-magnetic electrodes. 

 


